UR OIL.
KNOW BETTER PI%RFORIVIANCE.

Physical Properties 15W-40 Service Ratings 15W-40
J OH N DE E RE Test Parameters API CJ-&, Cl-4 PLUS, Cl-4, SM X
Viscosity @ 40 deg. C 128.0 ¢St ACEA (Europe) E9, E7 X
Viscosity @ 100 deg. C 15.6 ¢St JASO (Japan) DH-2 X
™ - . - Viscosity Index 127 John Deere JDQ78X X
Plus-50" Il Premium Engine Oil  nsuciousc R —
it =3bdeg.C Mack EO-N Premium Plus 03 X

. " . . " Flash point 225 deg. C ;

Delivering the best protection for all diesel engines, Cummins CES 20081 X
g p N . g Total Base Number (TBN), mgkOH/g ~ 10.5 : Caterpillar ECF-3, ECF-2, ECF-1-a X
John Deere Plus-50 Il oil is proven to provide Sulfated ash vl 1O R Mercedes Benz 228 31 X
advanced performance at all emission levels. And, RetionBicsel OGS B X
. . T Volvo VDS-4, VDS-3, VDS-2 X
when paired with John Deere oil filters, you can Renault RLD, RXD, RD X
" * Man M3275 X
extend your drain interval to 500 hours. VTUType 2.1 <

Plus-50 Il key benefits

+ Superior protection for current and older models

« Extended drain intervals - up to 500 hours when using Plus-50 II
and John Deere filters

» Formulated specifically to inhibit wear, corrosion, sludge, soot, varnish
and oxidation

« Delivers excellent low-temperature performance

26679
* Proven performance in low-emission Stage lll B and above engines

« Full fleet solution C-4 /SN

+ Unsurpassed performance in John Deere JDQ-78X high-temperature : ;
engine test 2 | PLUS 50 "
» Compatible with biodiesel fuels and tested with B20 biodiesel blend

iemium Engine 0il / Huile & moteur de qualite

Plus-50 Il specifications Engine O

« APl service categories: CJ-4, CI-4, CH-4, SM, SL, SJ
+ ACEA oil sequences: E9, E7
- JDQ 78X

AUTHORISED DEALER
1 PALM TREE MARINE PVT LTD
Henveyru New Sore Shine, Lonuziyaaraty Magu, Tel: +960 3312978, 3337834, Fax: +960 3332877
MARINE E-mail: ptmarine@palmtree.com.mv




